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Device parameters: 

 

Supply voltage: 12VAC/12VDC 

Supply current: max 500mA @ 12VDC 

Host system connection: LAN 10/100Mbit RJ45 connector 

Default network settings: IP/SM/GW: 
192.168.0.100 / 255.255.255.0 / 192.168.1 
TCP Port for COM redirector: 5000 

Number MBUS slave devices: <=60 

 

  

Connection diagram: 

12V 
AC/DC

M-BUS 
-       +

LAN network

M
B

U
S 

 1

M
BU

S 
 ..

M
B

U
S 

 2

12V … 24V 
supply

Ethernet/RS232/RS485 to
 M-BUS converter 60

www.eeas.czwww.tind.sk

      PWR                                                                       UPLINK                           MBUS

Serial number: G02-001-1446

Max. number of slaves: 60

 

  



Network and virtual COM port installation: 

 Network parameters like IP address could be set up by any internet browser. To 

connect your computer to the network with the Ethernet MBUS Convertor please set 

up your IP address on your computer to the 192.168.0.1 (or any other free in 

192.168.0.x subnet). Subnet mask should be 255.255.255.0. Gateway of your computer 

could be blank. Then type IP address of the converter to the browser (the default is 

192.168.0.100). User is admin and no password. Network parameters could be 

adjusted on the following page: 

 

 

After adjusting desired settings you have to click OK and the on the left side click Apply 

settings. 

COM port parameters like baud rate, parity and other parameters could be found also 

in the web interface under the tab Serial settings. Do not forget to apply settings by 

clicking OK and then Apply settings. The default TCP connection port is 5000. MBUS 

standard supports Baud rates from 600 to 9600 with obligatory Even Parity setting. 



 

On the computer (host) side, please install com port redirector from 

LANTRONIX, it could be found at:  

http://www.lantronix.com/device-networking/utilities-tools/com-port-redirector.html 

 and proceed to the manual of this utility. For example configuration of the 

COM73 for device 192.168.0.100 should look like this below. 

 

http://www.lantronix.com/device-networking/utilities-tools/com-port-redirector.html


On behalf of 

Embedded Electronics & Solutions, s.r.o. 

we would like  to thank you. 
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